Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/Raglon 1/29/21 1122121 |Difference | 13120 | Percent | o449 | Pereent | ypomp1 | 431720 | Percent
Change Change Change
Refiner Inputs and Utilization
Crude Oil INPUtS ...........cccooeiiiiiicceen 14,641 14,721 -80 15,972 -8.3 16,633 -12.0 14,693 16,432 -10.6
East Coast (PADD 1) .. 571 596 -25 748 -23.6 911 -37.3 591 768 -23.0
Midwest (PADD 2) ... 3,552 3,612 -59 3,722 -4.6 3,790 -6.3 3,622 3,773 -4.0
Gulf Coast (PADD 3) ... 8,079 8,108 -29 8,655 -6.7 8,816 -8.4 8,032 8,969 -10.5
Rocky Mountain (PADD 4) .... 560 565 -5 596 -6.0 637 -12.0 556 599 -7.3
West Coast (PADD 5) . 1,877 1,840 38 2,251 -16.6 2,479 -24.3 1,892 2,323 -18.5
Gross Inputs ............... 15,135 15,024 111 16,445 -8.0 16,864 -10.3 15,101 16,802 -10.1
East Coast (PADD 1) 611 612 -2 807 -24.3 914 -33.2 616 797 -22.7
Midwest (PADD 2) ... 3,564 3,621 -57 3,744 -4.8 3,803 -6.3 3,627 3,794 -4.4
Gulf Coast (PADD 3) ... 8,395 8,260 135 8,907 -5.7 8,878 -5.4 8,287 9,215 -10.1
Rocky Mountain (PADD 4) . 562 567 -5 596 -5.7 634 -11.5 556 600 7.2
West Coast (PADD 5) . 2,003 1,964 39 2,391 -16.2 2,634 -24.0 2,014 2,396 -15.9
Operable Capacity' .... 18,386 18,386 0 18,808 -2.2 18,604 -1.2 18,386 18,808 -2.2
East Coast (PADD 1) 889 889 0 1,224 -27.4 1,224 -27.4 889 1,224 -27.4
Midwest (PADD 2) ... 4177 4177 0 4,147 0.7 4,094 2.0 4177 4,147 0.7
Gulf Coast (PADD 3) ... 9,956 9,956 0 9,876 0.8 9,765 2.0 9,956 9,876 0.8
Rocky Mountain (PADD 4) . 650 650 0 687 -5.3 683 -4.8 650 687 -5.3
West Coast (PADD 5) . 2,714 2,714 0 2,875 -5.6 2,838 -4.4 2,714 2,875 -5.6
Percent Utilization? ... 82.3 81.7 0.6 87.4 -— 90.7 - 82.1 89.3 -—
East Coast (PADD 1) 68.7 68.9 -0.2 65.9 -— 74.6 -— 69.2 65.1 -—
Midwest (PADD 2) ... 85.3 86.7 -1.4 90.3 -— 92.9 - 86.8 91.5 -—
Gulf Coast (PADD 3) ... 84.3 83.0 1.4 90.2 —-— 90.9 - 83.2 93.3 —-=
Rocky Mountain (PADD 4) . 86.4 87.2 -0.8 86.8 —— 92.9 —— 85.5 87.3 ——
West Coast (PADD 5) 73.8 724 1.5 83.2 —-= 92.8 -= 74.2 83.3 -
Refiner and Blender Net Production
Finished Motor Gasoline3 ...............c..cccoocovueene.. 8,420 8,673 -252 9,903 -15.0 9,856 -14.6 8,373 9,469 -11.6
Finished Motor Gasoline (excl. Adjustment)* 8,636 8,811 -174 9,811 -12.0 10,052 -14.1 8,487 9,625 -11.8
East Coast (PADD 1) .... . 2,770 2,762 9 3,195 -13.3 3,188 -13.1 2,732 3,082 -11.4
Midwest (PADD 2) ..... 2,289 2,243 46 2,447 -6.4 2,437 -6.1 2,177 2,410 9.7
Gulf Coast (PADD 3) .. 1,988 2,250 -262 2,325 -14.5 2,549 -22.0 2,045 2,337 -12.5
Rocky Mountain (PADD 4) 291 292 -1 299 -2.6 311 -6.5 285 299 -4.7
West Coast (PADD 5) ... 1,298 1,265 34 1,546 -16.0 1,567 -17.2 1,248 1,498 -16.7
Reformulated? ... 2,614 2,613 1 3,136 -16.6 3,192 -18.1 2,569 3,078 -16.5
Conventional* . 6,022 6,198 -176 6,675 -9.8 6,860 -12.2 5,918 6,548 -9.6
Adjustment® ... -216 -138 -78 92 -= -196 - -114 -156 -=
Kerosene-Type Jet Fu 1,252 1,231 20 1,854 -32.5 1,772 -29.3 1,245 1,877 -33.6
East Coast (PADD 1) .. 48 47 1 117 -59.0 94 -49.2 45 103 -55.8
Midwest (PADD 2) .. 228 214 14 286 -20.4 227 0.5 212 278 -23.7
Gulf Coast (PADD 3) 646 663 -17 958 -32.6 958 -32.5 666 984 -32.2
Rocky Mountain (PADD 28 33 -4 34 -18.1 28 -0.1 30 36 -16.6
West Coast (PADD 5) .... 302 275 28 459 -34.1 465 -35.1 291 477 -38.9
Distillate Fuel Oil ........... 4,622 4,518 104 4,976 =71 5,121 -9.8 4,582 5,028 -8.9
East Coast (PADD 1) .. 230 194 35 240 -4.3 304 -24.6 202 250 -19.2
Midwest (PADD 2) .. 1,100 1,114 -14 1,038 5.9 1,147 -4.1 1,127 1,083 41
Gulf Coast (PADD 3) ... 2,649 2,555 94 2,931 -9.6 2,832 -6.5 2,585 2,961 -12.7
Rocky Mountain (PADD 4) 194 195 0 210 -7.8 216 -10.1 194 200 -2.6
West Coast (PADD 5) .... 449 460 -10 556 -19.3 621 -27.7 473 535 -11.5
15 ppm sulfur and Under . 4,373 4,296 77 4,667 -6.3 4,720 -7.4 4,372 4,734 -7.6
> 15 ppm to 500 ppm sulfur 144 140 4 129 11.2 149 -3.8 111 118 -5.6
> 500 ppm sulfur .... 105 82 23 180 -41.4 253 -58.3 99 177 -44.0
Residual Fuel Oil . 215 174 41 201 6.7 359 -40.3 177 236 -24.9
East Coast (PA ) . 33 34 0 28 20.1 30 11.6 32 23 34.9
Midwest (PADD 2) .. 33 25 8 55 -41.1 37 -12.4 28 45 -37.1
Gulf Coast (PADD 3) ... 33 57 -24 43 -22.4 154 -78.5 41 100 -59.1
Rocky Mountain (PADD 4) 11 10 0 13 -19.6 12 -12.2 1 12 9.7
West Coast (PADD 5) .... 105 48 57 62 69.1 126 -17.0 65 55 18.2
Propane/Propylene® ... 2,408 2,389 19 2,321 3.8 2,015 19.5 2,358 2,351 0.3
East Coast (PADD 1) .. 304 319 -15 230 324 153 99.0 294 234 26.0
Midwest (PADD 2) .. 519 531 -12 496 4.6 501 3.6 510 518 -1.6
Gulf Coast (PADD 3) 1,376 1,321 55 1,382 -0.5 1,153 19.4 1,355 1,380 -1.9
PADDs 4 and 5 210 218 -9 213 -1.6 208 0.6 199 218 -8.8
Ethanol Plant Production

Fuel Ethanol 936 933 3 1,081 -13.4 967 -3.2 938 1,063 -11.7
East Coast (PADD 1) .. 12 11 0 26 -54.7 26 -54.2 12 26 -55.5
Midwest (PADD 2) .. 894 889 5 1,001 -10.7 893 0.1 895 985 -9.2
Gulf Coast (PADD 3) ... 12 15 -3 23 -48.8 14 -16.2 13 22 -37.7
Rocky Mountain (PADD 4) 10 9 0 14 -32.3 14 -30.4 9 14 -34.1
West Coast (PADD 5) 9 9 0 17 -48.6 20 -58.0 9 16 -42.8

= Not Applicable.
~ = Data Not Available.
W = Data Withheld.

Based on the latest reported monthly operable capacity.
2 Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.

3 Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol
and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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